BONDING POUCH TUTORIAL
SINGLE MESH WINDOW
By: Nancy Ford 3/1/2015

The measurements in this tutorial are for a finished pouch size of 9½” wide x 11½“
long, with a ¼” seam allowance. Print refers to the fleece or other fabric used for
the outside of the pouch. Solid refers to the fleece used for the inside of the
pouch.

Cut the pieces for the outside as
follows:
 Print 12” long x 10” wide
 Print 3” long x 10” wide
 Pet screen for window 3” long
x 10” wide
 Print 7” long x 10” wide

Cut the pieces for the inside as
follows:
 Solid 3” long x 10” wide
 Solid 18½ “ long x 10” wide

Cut pieces for a ¾“ strap as follows, in
the non-stretch direction if fleece:
 Print 2” wide x 56” long
 Print 2” wide x 4” long Cut two
of these for the two tabs to
connect the strap
 Interfacing 2” wide x 52” long

Hardware as follows for an adjustable
strap:
 2 - ¾” snap hooks
 2 - ¾” slides
 2 - ¾“ D-rings
12” zipper

Sew right side of 3” solid piece to
back top edge of zipper.

Switch to the zipper foot on your
sewing machine.

Sew right side of print to front of top
edge of zipper.

Here is the zipper sewn between
print and solid 3” pieces.

The steps below show how to make the pouch with a single screen instead of
double.

Sew screen to bottom of 3” print,
right sides together.

Fold screen in half and pin unsewn
edge of 3” solid to sewn edge of
screen and print, right sides together.
The screen will be between the right
sides of the print and solid.

Sew the solid to the previously sewn
screen and print.

Turn right side out.

Fold 4” print piece in half lengthwise
and sew. Turn right side out and
topstitch outer edges of each tab.
Fold in half through D-ring and stitch
each along open edge to secure.

Sew long solid piece to back side of
zipper.

Pin tabs to zipper, ½ “ from each side
of pouch, with the D-rings inside the
pouch. Pin wrong side of print to the
zipper. Sew through the print, tabs,
zipper and solid. Back stitch over the
tabs a few times for added strength.

Zigzag stitch each end of the zipper to
lock. Trim excess zipper.

Sew bottom edge of screen between
print and solid.

Sew front print to front and back of
solid. Sew both sides from the zipper
to 1” below the screen

Box corners of the solid.

Sew sides of print from 1” below
screen to bottom. Sew across
bottom edge, leaving 3” opening to
turn pouch right side out.

Box corners of print.

Sew both sides of print and solid.
Trim edges and any threads.

Turn right side out through bottom
opening. Sew opening closed.

Make strap.
 Fold 56” strip in half
lengthwise, wrong sides
together.
 Fold interfacing in half.
 Sew interfacing to open edge
of print, leaving 1” opening.

 Turn right side out.
 Sew hook to one end of strap.
 Run strap through slides,
through hook and back
through both slides.
 Loop over 2” and sew to
second slide.

